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ABSTRACT 
Simulating heat conduction in massive walls with 
commercial software is reported to cause numerical 
instability or reduced accuracy. As contribution to 
the discussion, we have simulated one-dimensional 
heat conduction in massive walls and their dynamic 
thermal responses to a step, a sinusoid and time se-
ries in TRNSYS, EnergyPlus, Delphin and Matlab. 
As reference, we have used EN ISO 13786:2007 and 
a self-written Matlab response factor method imple-
mentation. We have compared transient and steady-
state wall surface temperatures and heat fluxes for 
two different accuracy settings using suitable metrics. 
Errors up to 1 kWh/(m2 month) have been observed. 

INTRODUCTION 
We have done this work for the European project 
3encult on energy efficiency in historical buildings 
(3encult, 2010-2014). A major aim of the project is to 
develop a strategy for the conservation of listed 
buildings combined with energy efficiency measures. 
The conservation issue makes a correct assessment of 
energy performance even more important than for not 
listed buildings. Such an assessment includes an 
accurate calculation of the heat conduction through 
walls with dynamic simulation programs. In case of 
homogeneous wall compositions, small boundary 
effects and negligible thermal bridges, one-
dimensional (1-d) heat conduction models are ade-
quate. Different numerical methods and software 
implementing these methods have been developed 
and compared in the literature. Several articles on 
software validation take into account ASHRAE 
building stock and summer climate with the aim of 
finding an accurate heat transfer model for massive 
walls and defining some useful parameters to evalu-
ate their behaviour (Asan, 2006). However, few pub-
lications deal with the typical properties of such 
walls. Cellura et al. (Cellura, Giarrè, Lo Brano, & 
Orioli, 2003) analysed the errors of different imple-
mentations of the Conduction Transfer Function 
(CTF) method for wall thicknesses up to 100 cm. 
Chen et al. (Chen, Zhou, & Spitler, 2006) compared 
the analytic frequencies of heat conduction through a 
wall with those obtained with numerical methods on 
ASHRAE building stock. Li et al. (Li, Chen, Spitler, 
& Fisher, 2009) compared the CTF coefficients cal-

culated with three different popular methods. The 
authors proposed a strategy to assess the errors of the 
CTF coefficients based on wall properties. They 
reported improved performance of frequency-domain 
regression (FDR) compared to state-space (SS) and 
direct root-finding (DRF) methods. Acceptable errors 
were reported for SS and DRF methods for 
ͳ ሺ	� ڄ ܵሻΤ  less than 600 in case of a single-layer 
and less than 1200 in case of a multi-layer slab. 	� 
denotes the Fourier number and ܵ the thermal struc-
ture factor as defined in the paper. 
However, there still remains the need to assess the 
accuracy of commercial dynamic simulation software 
in the calculation of energy performance in historical 
buildings. In addition to the SS and DRF methods, 
we have considered other methods such as the re-
sponse factor (RF), the finite difference (FD) and the 
finite control volume (FCV) method to take a broader 
view of possible issues. 

METHODS 
Throughout the paper, we consider a single exterior 
wall of a building with varying thickness L made of 
one or two homogeneous layers with fixed thermal 
properties. We focus on 1-d heat conduction, pur-
posely neglecting radiation exchanges. Fourier’s law 
and energy conservation yield the following equation 
for 1-d heat conduction in a homogeneous material 
(Cannon, 1984): 

߲ܶ
ݐ߲ ሺݔǡ ሻݐ ൌ ߙ ߲

ଶܶ
ଶݔ߲ ሺݔǡ  ሻݐ

(1)

The initial conditions are given by the steady-state 
for constant outdoor and indoor air temperature with 
(constant) heat flux: 

ݍ ൌ ͳȀ ൬ ͳ݄௫
 ͳ
ܩ 

ͳ
݄

൰ ሺ ܶǡ௫ െ ܶǡሻ (2)

Boundary conditions are: 

௦ܶǡ௫ሺݐሻ ൌ ݂ሺݐሻ�
௦ܶǡሺݐሻ ൌ ʹͲ (3)

݂ሺݐሻ denotes the forcing function (FF). 
In the following, we present the numerical methods 
considered in this paper to solve Equation 1. 
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Response factor method 
The idea of the RF method (Stephenson & Mitalas, 
1967) is to approximate outdoor and indoor tempera-
ture fluctuations by a series of triangular pulses, each 
with a base width of 2·ǻt and a height corresponding 
to the temperature; the less the time difference ǻt 
between two consecutive pulses, the better the ap-
proximation. ǻt is called time base. The response 
factors (RFs) Xj, Yj and Zj, j=0,1,2,…, represent the 
responses at time j·ǻt of a monolayer wall to a single 
triangular temperature pulse at time zero: at the ex-
ternal (Xj) / internal (Yj) surface to an outdoor pulse 
and at the internal surface to an indoor pulse (Zj). In 
Equation 4, we give the RF X0 as an example. : 
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(4)

The other RFs are given by analogous formulas and 
are reported in the literature (Underwood & Yik, 
2004). X0=Ȝ/L+... has the same unit as thermal trans-
mittance. It follows that the RFs are numerically 
equal to heat fluxes produced by unit triangular puls-
es of 1 Kelvin. 
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(5)

The RFs of a two-layer wall can be computed from 
the RFs of the single layers (Underwood & Yik, 
2004): 

ܵ ൌ ܺሺଶሻ  ܼሺଵሻ�
ܺ ൌ െ൫ܻሺଵሻ כ ܻሺଵሻ൯ ଵିכ ܵ  ܺሺଵሻ�
ܻ ൌ ൫ܻሺଵሻ כ ܻሺଶሻ൯ ଵିכ ܵ�
ܼ ൌ െ൫ܻሺଶሻ כ ܻሺଶሻ െ ܵ כ ܼሺଶሻ൯ ଵିכ ܵ 

(6)

X(j), Y(j), Z(j) denote the RFs of the j-th layer and X, Y, 
Z the RFs of the wall. The layers are numbered in 
ascending order from exterior to interior. We have 
used the discrete convolution / deconvolution opera-
tors defined by: 

ሺܽ כ ܾሻ ൌ ܽ ܾି



ୀ
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(7)

The RF method has been implemented in MATLAB. 
Series as the one in Equation 4 are truncated when 
the terms summed in reverse order (for higher preci-
sion) stop altering the result. The number N of com-
puted RFs is determined such that the difference 
between the steady-state heat flux caused by a tem-
perature unit step of either external or internal air 

temperature at time zero and the thermal conductance 
of the wall is less than 0.001 W/m2: 

൭ܩ െܴܨ
ே

ୀ
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In Equation 7, “RF” has to be replaced in sequence 
by Xk, Yk and Zk. The thermal conductance of the wall 
has been calculated analytically by summing the 
layers’ transmittances, G(j)=Ȝ(j)/L(j). 
Wall surface temperatures and heat fluxes at time 
tj=j·ǻt have been computed by solving the following 
two linear equations 
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݄ ቀ ௦ܶǡ൫ݐ൯ െ ܶǡ൫ݐ൯ቁ

, j=1,2,… 
(9)

with respect to Ts,ex(tj) and Ts,in(tj) for j=1,2,… and 
then computing qex(tj) and qin(tj). 

EnergyPlus FD and Delphin FCV method 
EnergyPlus (EnergyPlus v7.2.0, 2012) offers two FD 
schemes. We have used the semi-implicit Crank-
Nicholson scheme based on an Adams-Moulton 
solution approach. Delphin (Delphin v5.6.8, 2012) 
uses a variable-order, variable-step multistep method 
of the CVODE integrator of the SUNDIALS pack-
age. The order varies between one and five according 
to integration error estimates. For the numerical solu-
tion of the balance equations, the FCV method is 
applied. For orthogonal, equidistant grids, the FCV 
method yields the same discretized equations as the 
FD method. Advantages of the FCV method are the 
applicability to unstructured grids and the mass-
conserving formulation of fluxes over control volume 
boundaries. For a better comparison, we have set up 
the FD and FCV method with the same number of 
nodes. 

EnergyPlus CTF and TRNSYS CTF method 
EnergyPlus uses the state space (SS) method to cal-
culate the CTF coefficients. The internal states, that 
is, the nodal temperatures, can be eliminated. The 
result is a matrix equation that directly relates the 
heat fluxes at the wall surfaces to the interior and 
exterior air temperatures. 
The CTF method, implemented in the TRNSYS 
(Thermal Energy System Specialists (TESS)) build-
ing model (Type 56), is a further development of the 
RF method (Stephenson & Mitalas, 1971). The 
method is explained in (Delcroix, Kummert, Daoud, 
& Hiller, 2012) and (Giaconia & Orioli, 2000). The 
wall surface heat fluxes are calculated as shown in 
Equation 10, using the convolution operator defined 
in Equation 7 as shorthand notation. For the conven-
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ience of the reader, we have written out the computa-
tion of the internal heat flux. The CTF coefficients 
a=(a0, a1, …), b, c, d are computed with the DRF 
method (Mitalas & Arseneault, 1972). 
 

݀ כ ݍ ൌ ܾ כ ௦ܶǡ௫ െ ܿ כ ௦ܶǡ�
݀ כ ௫ݍ ൌ ܽ כ ௦ܶǡ௫ െ ܾ כ ௦ܶǡ�

ሻݐሺݍ ൌ
σ ܾ ௦ܶǡ௫

ୀ ሺݐିሻ െ σ ܿ ௦ܶǡሺݐିሻ

ୀ െ
σ ݀ݍሺݐିሻ
ୀଵ �

(10)

Simulations 
Tables 1 and 2 show the wall layers used and the 
simulated wall compositions. 
 

Table 1 
Wall layers 
 

LAYER ࣅ�[W/mK]  [kg/m3]  [J/kgK] 
Brickwork 0.6 1560 850 
Insulation 0.043 91 840 
 

Table 2 
Simulated wall compositions 
 

WALL 
NO. 

EXTERIOR LAYER INTERIOR 
LAYER 

1 40 cm brickwork - 
2 70 cm brickwork - 
3 15 cm insulation 70 cm brickwork 
4 70 cm brickwork 15 cm insulation 

 

As there is no radiation exchange, we have assumed 
constant convective surface heat transfer coefficients 
for each wall surface in accordance with EN ISO 
13786:2007: ݄௫=17.76 W/(m2 K) for the exterior 
and ݄=3.07 W/(m2 K) for the interior, respectively. 
We have set the wall emissivity to zero if the soft-
ware allows it, otherwise to 1e-9. As geometric refer-
ence, we have used a Cartesian coordinate system 
with the yz-plane parallel to the wall surfaces and x=0 
on the external and x=L on the internal wall surface. 
Two accuracy scenarios have been considered (Table 
3). Simulations with EnergyPlus FD have been per-
formed only for Scenario A as EnergyPlus allows 
only simulations with the FD method for a time step 
smaller or equal than 3 minutes. We have chosen 
three time series ݂ሺݐሻ for the external air temperature 
to assess different aspects of the wall’s response 
(Table 4). Simulations have been run for all walls, 
forcing functions, software and accuracy scenarios, 
for a total of 120 runs. The first month has been sim-
ulated with constant ݂ሺݐሻ to reach the steady-state. 
For the massive walls, depending on the initial condi-
tions set by the software, the steady-state could not 
always be reached in one month. In those cases, an 
additional month has been simulated before the exci-

tation. The weather file has been retrieved from the 
EnergyPlus website (DOE). 
 

Table 3 
Parameters of the accuracy scenarios 
 

PARAMETER SCENARIO A SCENARIO B 
TRNSYS 

Time step 0.5 min 0.5 h 
Active Layer (AL) Yes No 
Time base Wall 1: 6 min 

Wall 2: 15 min 
Wall 3: 45 min 
Wall 4: 45 min 

Wall 1: 0.5 h 
Wall 2: 1.5 h 
Wall 3: 2.5 h 
Wall 4: 2.5 h 

Delphin 
No. of nodes Wall 1: 45 

Wall 2: 78 
Wall 3: 92 
Wall 4: 92 

Wall 1: 45 
Wall 2: 78 
Wall 3: 92 
Wall 4: 92 

Tolerances Trel=Tabs=1e-8 Trel=1e-5 
Tabs=1e-8 

Max time step 0.5 min 0.5 h 
Max order 5 5 
Output time step 1 min 0.5 h 

EnergyPlus FD 
No. of nodes As in Delphin NA 
Time step 1 min NA 
Inverse Fourier 
coefficient 

3 NA 

Relaxation factor 1 NA 
Intra-layer tempera-
ture convergence 
criterion 

ȟܶ<0.02 K NA 

EnergyPlus CTF 
Time step 1 min 0.5 h 
 

Table 4 
External air temperature time series 
 

FF NO. FF NAME 31 DAYS 28 DAYS 
1 Step 0 [°C] 10 [°C] 
2 Sinusoid 0 [°C] Amplitude: 5 [°C] 

Period: 1 day 
3 Weather file 

temperature 
time series 

2 [°C] Dry-bulb air tem-
peratures in Bolo-
gna in February 

 

As reference, we have used our RF method imple-
mentation in MATLAB with a time step and a time 
base of 30 seconds (RF0.5) or EN ISO 13786:2007. 

RESULTS 
Accuracy of our RF method implementation 
First, we have checked the convergence of our code 
by performing simulations on Wall 2 for different 
time steps tending to zero. For FF 1, the maximum 
difference in external heat flux between a simulation 
with ǻt=1 min (RF1) and one with ǻt=30 sec (RF0.5) 
has been 2.7 W/m2 one minute after the jump of the 
FF (where the analytical external flux is infinite). The 
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difference at the end of month 2 has been less than 
machine accuracy (less than 1e-15). For FF 2, the 
maximum difference between RF1 and RF0.5 has 
been 3.8e-4 W/m2 (relative error 9.0e-6) in external 
heat flux and 2.2e-4 K (relative error 4.7e-5) in ex-
ternal surface temperature. As the internal wall sur-
face heat fluxes and temperatures are smoother, the 
relative errors have been less. 
All simulations performed and especially those 
shown in this paper have been useful to check our RF 
method implementation for systematic error. 

Comparison of step FF simulations 
We have calculated delay and settling times of ௦ܶǡ௫ 
and ௦ܶǡ of both scenarios and all walls, forcing 
functions and software, and have compared them 
with those of the reference. Delay time is the time 
required for the response to reach the average be-
tween initial and final value the very first time. We 
have defined settling time as the time required to 
remain within a range of 2% of the difference be-
tween initial and final value. Delay and settling times 
of ݍ௫ are not well-defined as the flux is infinite at 
the jump of the forcing function. ݍ is proportional 
to ௦ܶǡ (as ܶǡ is constant) and thus has the same 
delay and settling times as ௦ܶǡ. Table 5 shows the 
reference values of RF0.5. 
 

Table 5 
Delay and settling time reference values 
 

DELAY TIME SETTLING TIME 
Wall 
no. ǡ ǡ ǡ ǡ 

1 22m 1d0h53m 1d15h58m 3d21h12m 
2 24m 2d15h40m 2d22h59m 9d11h56m 
3 2m 5d22h39m 57m 22d17h23m 
4 26m 4d13h3m 6d10h22m 18d12h43m 

 

Table 6 shows the delay time differences in minutes 
with respect to the reference. Positive values indicate 
higher delay times as those reported in Table 5, nega-
tive values lower delay times. 
 

Table 6 
Delay time differences for ௦ܶǡ௫ for both scenarios 
 

  SCEN A SCEN B 
SOFTWARE WALL NO. [min] [min] 
TRNSYS 1 +3 +8 
TRNSYS 2 +7 -24 
TRNSYS 3 0 -2 
TRNSYS 4 +20 -26 
Delphin 1 +6 +38 
Delphin 2 +5 +36 
Delphin 3 +1 +28 
Delphin 4 +5 +34 
E+ FD 1 0 +8 

E+ FD 2 -1 +6 
E+ FD 3 0 +28 
E+ FD 4 -1 +4 
E+ CTF 1 1 +8 
E+ CTF 2 -22 -24 
E+ CTF 3 0 -2 
E+ CTF 4 -24 -26 
 

Delay times for ௦ܶǡ vary by less than 2% in all 
simulated cases. Settling times for ௦ܶǡ௫ vary by less 
than 2% in most cases. Table 7 reports those cases 
where settling times have varied by more than 2%. 
As in Table 6, positive values indicate higher settling 
times as those reported in Table 5, negative values 
lower settling times. 
 

Table 7 
Settling times for ௦ܶǡ௫ in case of more than 2% dif-
ference 
 

SOFT-
WARE 

WALL NO. SCENARIO [min] 

TRNSYS 3 A -13 
E+ CTF 3 A +44 
TRNSYS 3 B +123 
Delphin 3 B +33 
E+ CTF 3 B +63 
 

Settling times for ௦ܶǡ vary by less than 2% in all 
cases except one. For E+ CTF, Wall 1 and Scenario 
B, the difference has been 4%. 

Comparison of sinusoid FF simulations 
For all simulated runs, we have calculated the period-
ic thermal transmittance ଵܻଶ and the decrement factor 
݂ in two ways: numerically and according to EN ISO 
13786:2007. The reference values are shown in Table 
8 together with the thermal transmittance of the wall. 
 

Table 8 
Periodic thermal transmittance and decrement factor 
calculated according to EN ISO 13786:2007 
 

WALL 
NO. 

U 
[W/m2K] 

ȁȁ 
[W/m2K] 

 ሻሺ [-]

1 0.95 0.097 -13h44m 0.10 
2 0.65 0.0066 -1d0h0m 0.010 
3 0.20 0.00029 -1d3h59m 0.0015 
4 0.20 0.00066 -1d2h57m 0.0033 

 

In accordance to EN ISO 13786:2007, the negative 
time shift indicates that the internal wall surface heat 
flux lags behind the external air temperature. Of 
course, the best damping with the highest time shift 
is achieved for the externally insulated wall. As ȁ ଵܻଶȁ 
is very small, errors in the numerical computation of 
ȁ ଵܻଶȁ vary considerably according to whether the 
steady-state before and after the excitation is reached 
or not. Therefore, we have simulated two additional 

Proceedings of BS2013: 
13th Conference of International Building Performance Simulation Association, Chambéry, France, August 26-28

- 57 -



 

               
 
 
 
 
 

months b
rors have
The error
Scenario 
to 30 min

Compari
We have 
Mean Sq
February 
high weig
or equal 
ence betw
variance 
Integratin
over time
ted throu
period. R
௫ are reݍ
the purpo
evident th
 

Table 9 
Comparis
difference
umn 5 sho
 

 
SOFT-
WARE 
TRNSYS 
TRNSYS 
TRNSYS 
TRNSYS 
Delphin 
Delphin 
Delphin 
Delphin 
E+ FD 
E+ FD 
E+ FD 
E+ FD 
E+ CTF 
E+ CTF 
E+ CTF 
E+ CTF 
 

In terms 
than Scen
(Walls 1-
E+ CTF, 
and ݍ). 
more tha
Scenario 
are more
RMSEs o

                     

both before an
e been below 5
rs in the phas
A. For Scena

nutes. 

ison of real te
used the Mea

quare Error (R
as metrics. 

ght to large e
to the MAE. 

ween the RMS
in the indivi

ng the absolut
e gives the abs
ugh the wall su
Results for the 
eported in Ta
ose of demon
han for ݍ. 

son of RMSE
e in value be
ows the ratio 

 
WALL 
NO. 

1 
2 
3 
4 
1 
2 
3 
4 
1 
2 
3 
4 
1 
2 
3 
4 

of RMSE, Sc
nario 2 in 28
-4, the three so
and the four 
On average, 

an double (21
A. In some ca

e than 4 time
of Scenario A.

                      

nd after the e
5% in all cases
se of ଵܻଶ are 
ario B, the err

emperature F
an Absolute E
RMSE) and ti
The RMSE g
rrors and is a
We have calc
SE and the M
dual errors in
te differences 
solute error in
urface over th
external wall

able 9. ݍ௫ has
nstration as th

Es of ݍ௫. Col
tween Scenar
between Scen

SCEN A ۰
 
[W/m2] 


[W

0.1580 
0.3260 
0.1295 
0.7497 
0.1580 
0.3260 
0.1295 
0.7497 
0.0871 
0.0871 
0.1025 
0.0871 
0.5994 
1.5367 
0.0902 
1.5935 

cenario A yie
8 (58%) of th
oftware TRNS
time series fo
the RMSEs o
0% as big as
ases, the RMS

es (up to 412
. 

                     

excitation, and
s. 
less than 2%

rors range fro

FF simulation
rror (MAE), R
ime integral o
gives a relati
always larger 
culated the dif

MAE to obtain
n the time se
in the heat flu

n energy trans
he simulated t
l surface heat 
s been chosen
e errors are m

lumn 4 shows
rio A and B. 
nario B and A

۰ െ ۯ۰Ȁ  ۯ
 
W/m2] 

[%

-0.0435 
0.9705 3
0.1584 2
1.2926 2

-0.1151 
-0.0604 
0.0660 1

-0.0574 
NA 
NA 
NA 
NA 

1.2982 3
0.1667 1
0.0397 1
0.2371 1

lds smaller er
he total 48 c
SYS, Delphin
or ௦ܶǡ௫, ௦ܶǡ,
of Scenario B
s) the RMSE
SEs of Scenar
% as big as)

                    

d er-

% for 
om 1 

ns 
Root 
over 
ively 
than 
ffer-

n the 
eries. 
uxes 
smit-
time 
flux 

n for 
more 

s the 
Col-

  ۯ
%] 

72% 
398% 
222% 
272% 

83% 
90% 

145% 
91% 
NA 
NA 
NA 
NA 

317% 
111% 
144% 
115% 

rrors 
cases 
n and 
 ௫ݍ ,

B are 
Es of 
rio B 
) the 

In 
yiel
the 
205
case
as t
 

 

Fig
in T
 

We
pera
mor
ure 
73%
to m
Wa
Sce
 

 

Fig
in E
 

Sce
calc
with
the 
and
Wa
in S
indi
this
sion

                     

terms of MA
lds smaller er
cases. On av

5% as big as 
es, the MAEs
the MAEs of S

gure 1 Absolut
TRNSYS 

e report some 
atures and he
re accurate in 
1). The abso

% as big as th
massive walls
alls 2-4, Scena
enario B (detai

gure 2: Absolu
EnergyPlus wi

enario A is a
culation of ௦ܶ
h the EnergyP
biggest impro

d ݍ have be
alls 1-3 and sl
Scenario B. In
icate a clear 
s is due to off
n). 

                     

AE, results ar
rors than Scen

verage, the MA
the MAEs o
of Scenario B

Scenario A. 

te errors of ݍ

interesting c
eat fluxes simu

Scenario B th
lute errors in 

he errors in Sc
, we have obs
ario A has be
il shown in Fi

ute errors of ݍ
ith the CTF m

also better tha
௦ǡ௫ and ݍ௫ f
Plus CTF meth
ovement for W
en more accu
lightly less ac
n the case of 
preference fo

fsets in the sol

                     

re similar. Sc
enario B in 30

MAEs of Scena
of Scenario A
B are up to 41

௫ for Wall 1 

cases. The Wa
mulated in TRN

han in Scenar
Scenario B a
cenario A. W
served the opp
een more accu
igure 3).  

 ௫ for Wall 1ݍ
method 

an Scenario 
for all walls 
hod. We have
Wall 1 (Figur
urate in Scena
ccurate for W
Delphin, resu

for either Sce
lutions (see th

                 

cenario A 
0 (63%) of 
ario B are 

A. In some 
8% as big 

 

simulated 

all 1 tem-
NSYS are 
rio A (Fig-
are 12% to 

With regard 
posite: for 
urate than 

 

simulated 

B for the 
simulated 

e observed 
re 2). ௦ܶǡ 
ario A for 

Wall 4 than 
ults do not 
nario, but 

he Discus-

Proceedings of BS2013: 
13th Conference of International Building Performance Simulation Association, Chambéry, France, August 26-28

- 58 -



 

               
 
 
 
 
 

The diffe
tation of 
10 to 12.
accuracy 
are repor
reference
the extern
 

Table 10 
Comparis
energy du
 

ERRORS
SOFT-
WARE 
TRNSYS 
TRNSYS 
TRNSYS 
TRNSYS 
Delphin 
Delphin 
Delphin 
Delphin 
E+ FD 
E+ FD 
E+ FD 
E+ FD 
E+ CTF 
E+ CTF 
E+ CTF 
E+ CTF 
 

In the f
kWh/(m2 
0.90 for t
and 0.73 
the extern
for Scena
is 0.15 fo
 

Table 11 
Scenario 
software 
 

ERRORS
SOFTWA
Wall 
no. 

1 
2 
3 
4 

 

We have 
simulatio
We have 
curves ca

                     

erences in ener
௫ over oneݍ
 Table 10 sho
scenarios. C

rted in Table
e. We have ch
nal heat flux a

son of scenar
ue to errors in

S IN ENERGY
WALL 
NO. 

1 
2 
3 
4 
1 
2 
3 
4 
1 
2 
3 
4 
1 
2 
3 
4 

following tex
 month). The 
the external h
for the intern

nal heat flux i
ario B. The av
or Scenario A 

A: comparis
due to errors 

S IN ENERGY
ARE – SCENA

TRNSYS 

0.0662 
0.1369 
0.0544 
0.3243 

obtained the 
on of Wall 4 a

attributed the
aused by the 

                      

rgy due to err
e month are r
ows a compar

Comparisons b
s 11 and 12 

hosen to prese
as the errors ar

rios with respe
n ݍ௫ 

Y [kWh/(m2 mo
SCEN A 

0.0662 
0.1369 
0.0544 
0.3243 
0.3582 
0.3133 
0.0888 
0.3354 
0.0404 
0.0404 
0.0465 
0.0404 
0.2731 
0.7089 
0.0359 
0.7335 

xt, all errors 
errors vary b

heat flux and 
nal heat flux.
is 0.22 for Sce
verage for the 
and 0.036 for

on of errors 
in ݍ௫ 

Y [kWh/(m2 
ARIO A 

Delphin E

0.3582 
0.3133 
0.0888 
0.3354 

error of 0.90 
and Scenario 
e error to the j
large time ba

                     

rors in the com
eported in Ta
rison between
between softw

taking RF0.5
ent the results
re more eviden

ect to the erro

onth)] 
۰ െ ۰Ȁ  ۯ

[%
-0.0175 
0.4337 4
0.0689 2
0.5727 2

-0.0530 
-0.0268 
0.0236 1

-0.0239 
- 
- 
- 
- 

0.6134 3
0.0841 1
0.0201 1
0.1133 1

are reported
etween 0.036 
between 0.00

. The average
enario A and 
internal heat 
Scenario B. 

in energy am

month)] AMO

E+ FD E+ C

0.0404 0.2
0.0404 0.7
0.0465 0.0
0.0404 0.7

for the TRNS
B (see Figure
jaggedness of

ase. Although

                    

mpu-
ables 
n the 
ware 
5 as 
s for 

ent. 

or in 

Ȁۯ 
%] 

73% 
417% 
227% 
277% 

85% 
91% 

127% 
93% 

- 
- 
- 
- 

325% 
112% 
156% 
115% 

d in 
6 and 
0011 
e for 
0.44 
flux 

mong 

ONG 

CTF 

2731 
7089 
0359 
7335 

SYS 
e 3). 
f the 

h the 

solu
is le
 

Tab
Sce
soft
 

ERR
SOF
Wa

 

The
A 
0.04
0.00
 

 

Fig
 

The
has
TRN
not 
und
is le
 

 

Fig

                     

ution in Scena
ess because of

ble 12 
enario B: com
ftware due to e

RORS IN EN
FTWARE – SC
ll no. TRN

1 
2 
3 
4 

e errors in ene
simulated wi
47 for all wal
0011 to 0.000

gure 3 ݍ௫ for 

e simulation o
an error in 

NSYS, but fo
jagged, but 

derrated (Figu
ess in Scenari

gure 4 ݍ௫ for 

                     

ario A appears
f the smaller ti

mparison of er
errors in ݍ௫ 

NERGY [kWh
CENARIO B 
NSYS De

0.0486 
0.5706 
0.1233 
0.8971 

ergy due to er
th E+ FD ar
lls. The errors
65. 

Wall 4 simula

of Wall 4 with
energy of 0.

or a different 
slightly disp

re 4). The err
o A for all wa

Wall 4 simula

                     

s more jagged
time base. 

rrors in energ

h/(m2 month)]

elphin 

0.3052 
0.2865 
0.1125 
0.3115 

rrors in ݍ௫ in
re between 0
s due to ݍ ra

ated with TRN

h E+ CTF in S
.847 similar 
reason. The s
placed, and 
ror in energy d
alls. 

ated with E+C

                 

d, the error 

rgy among 

 AMONG 

E+FD 

0.8864 
0.7930 
0.0560 
0.8468 

n Scenario 
0.040 and 
ange from 

 

NSYS 

Scenario B 
to that of 
solution is 
peaks are 
due to ݍ௫ 

 

CTF 

Proceedings of BS2013: 
13th Conference of International Building Performance Simulation Association, Chambéry, France, August 26-28

- 59 -



 

                                                                                                                                                                                     
 
 
 
 
 

DISCUSSION AND CONCLUSIONS 
Numerical calculation of periodic thermal trans-
mittance 
The assessment of the periodic thermal transmittance 
in case of a wall with high internal mass and external 
insulation is very sensitive to the steady-state. Differ-
ent strategies are used among software to compute 
the wall surface temperatures and heat fluxes before 
the excitation. Our implementation computes the 
steady-state analytically from the known air tempera-
tures and convection coefficients. By default, Del-
phin and TRNSYS start from a different steady-state 
than that indicated in Table 4. Therefore, the compu-
tation of the periodic thermal transmittance will not 
be precise if the steady-state indicated in Table 4 is 
not reached before and after the excitation. For Wall 
3 and RF0.5, the computed ȁ�ଵଶȁ has an error of 28% 
after 28 days of periodic external air temperatures 
because the steady-state has not been reached after 
one month. Simulating for another month, the error 
drops below 1%. 

Accuracy of computed CTF coefficients 
It is common practice to use Equation 11 to verify 
that the CTF coefficients determined by EnergyPlus 
and TRNSYS yield the correct steady-state heat 
transfer: 

σ ܺாேೣ
ୀ

ͳ െ σ ߮ா
ேക
ୀଵ

ൌ
σ ாܻ

ே
ୀ
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ேക
ୀଵ

ൌ σ ܼாே
ୀ
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ேക
ୀଵ

ൎ  ܩ

σ ܽேೌ
ୀ

σ ݀ே
ୀ

ൌ σ ܾே್
ୀ

σ ݀ே
ୀ

ൌ σ ܿே
ୀ

σ ݀ே
ୀ

ൎ  ܩ
(11)

For the walls considered in this paper, this is not 
always the case. The smaller the time base and the 
longer the response of the wall, the more coefficients 
have to be calculated to capture the entire response of 
the wall. A smaller time base means that less time 
passes between two temperature pulses. Therefore, 
more coefficients are needed to record the response 
of the wall for the same amount of time. In Ener-
gyPlus and TRNSYS, the number of calculated coef-
ficients varies only to a certain extent; therefore, the 
terms in Equation 11 become generally less precise 
for small time bases. On the other hand, a large time 
base means that temperatures and fluxes are recorded 
less frequently, causing again inaccuracies. It is well 
known that the calculation of only a small number of 
CTF coefficients causes the simulation to become 
unstable or even diverge for too small time bases, 
especially in case of massive walls. Moreover, com-
mercial programs are optimized for the common case 
in terms of speed and memory; therefore, round-off 
and truncation errors as well as numerically ill-
conditioned algorithms like the computation of the 
coefficients of a polynomial from its roots are in-
volved. Indeed, our implementation is stable for very 

small time bases such as 30 seconds, because much 
attention has been paid to the calculation of the series 
in Equation 4, only basic algebra has been used, and 
almost 100,000 RFs have been stored in case of the 
70 cm brick wall with 15 cm insulation. TRNSYS 
does not simulate in that case reporting a stability 
error. EnergyPlus uses staggered CTF coefficient 
histories combined with interpolation to keep the 
accuracy for a decrease of the time step up to 1 min. 
The cross coefficients have an error of about 3% with 
respect to the analytical conductance of all walls, but 
the inner and outer coefficients are 2400% wrong in 
the worst case for Wall 4 and a time step of 1 min. 
In the case of TRNSYS, all errors are below 0.001 
W/m2 as too small a time base cannot be used a pri-
ori. In our implementation, the errors are below 0.001 
W/m2 by design. 

Comparison of real temperature time series simu-
lations 
In most cases, if accuracy is of concern, we recom-
mend Scenario A. Of course, a time step of 30 sec-
onds will be exaggerated for most applications. Time 
steps of 3 to 15 minutes should be accurate enough if 
systems with fast responses are controlled. Other-
wise, time steps of half an hour or an hour will usual-
ly suffice. We have seen that in special cases Scenar-
io B is even better. Scenario B is better for Wall 1 
simulated in TRNSYS because the time base is equal 
to the time step and the actual flux is not changing 
rapidly within one time step. An issue that arises in 
TRNSYS, especially for small time bases, can be 
seen in Figure 3. The small time base produces a 
jagged curve that is accurately tracked due to the 
small time step. Although local values are not so 
reliable, the moving average follows the reference 
solution quite well. Note the arcs of the reference 
solution. These are caused by the linear interpolation 
of the hourly temperatures taken from the weather 
file. In case of massive walls, TRNSYS behaves 
better due to the smaller time base (Figure 3). The 
smaller time base has been possible thanks to the 
insertion of an active layer (AL). In this case, the 
time step could be larger as there is no need to track 
the jagged curve with such precision. Using the CTF 
method of EnergyPlus, this problem does not arise as 
the CTF coefficients are computed using staggered 
temperature and heat flux time histories and interpo-
lation. 
In Delphin, Scenario A is generally better than Sce-
nario B, especially near non-differentiable points 
produced by the linear interpolation of the weather 
file temperatures (see Figure 5). For very smooth 
solutions there is no real need to use a very small 
time step. Delphin is clearly offset with respect to the 
reference solution because of a slightly different 
initial steady-state. Indeed, the RMSEs have been 
only 12% larger than the MAEs in that particular 

Proceedings of BS2013: 
13th Conference of International Building Performance Simulation Association, Chambéry, France, August 26-28

- 60 -



 

               
 
 
 
 
 

case. The
number a
the soluti
phin trac
difference
FD simul
 

 

Figure 5 
 

ACKNO
This wor
program 
press thei
 

NOMEN
w = ߙ
ܽ = j
ܾ = j
ܿ = w
ܿ = j
݀ = j
݂ሺݐሻ = e
w = ܩ
݄௫ = e
݄ = i
w = ߣ
w = ܮ
h = ݍ
 = iݍ
௫ =  hݍ
 =  hݍ
w = ߩ
�ݐ = t
ȟݐ = t
ܶ� = t
ܶǡ௫ = e
ܶǡ = i
ܶǡ = i
௦ܶǡ௫ = e
௦ܶǡ = i
߮ா  =  j

                     

e initial stead
and position o
ion upward so
cks the refere
es. We have f
lations. 

௫ for Wall 4ݍ

OWLEDGE
rk was financi
(GA no. 260
ir gratitude fo

NCLATUR
wall thermal d
j-th CTF coef
j-th CTF coef
wall layer spe
j-th CTF coef
j-th CTF coef
external air te
wall conducta
exterior conve
interior conve
wall layer ther
wall thickness
heat flux [W/m
initial steady-
heat flux at ex
heat flux at in
wall layer den
time [s] 
time base, tim
temperature [K
external air te
internal air tem
internal air tem
external wall 
internal wall s
j-th flux coeff

                      

dy-state found
of the intra-wa
o that the cur
ence solution 
found similar 

4 simulated in

EMENT 
ially supporte

0162). The au
r this financia

RE 
diffusivity [m2

fficient (TRNS
fficient (TRNS
ecific heat cap
fficient (TRNS
fficient (TRNS
emperature for
ance [W/(m2 K
ection coeffici
ection coeffici
rmal conducti
s [m] 
m2] 
state heat flux

xternal wall su
nternal wall su
nsity [kg/ m3] 

me step [s] 
K] 
mperature [K
mperature [K]
mperature [K]
surface tempe
surface tempe
ficient (Energy

                     

d depends on
all nodes. Shif
rves overlap, D

with very sl
results for the

n Delphin 

ed by the EU 
uthors wish to
al support. 

2/s] 
SYS) [W/(m2 K
SYS) [W/(m2

pacity [J/(kg K
SYS) [W/(m2

SYS) [-] 
rcing function
K)] 
ient [W/(m2 K
ent [W/(m2 K
ivity [W/(m K

x [W/m2] 
urface [W/m2]
urface [W/m2]

] 
] 
] 
erature [K] 
rature [K] 
yPlus) [-] 

                    

n the 
fting 
Del-
light 
e E+ 

 

FP7 
o ex-

K)] 
K)] 

K)] 
K)] 

n [K] 

K)] 
K)] 
K)] 

] 

ݔ

ܺ
ܺா
ܻ

ாܻ


ܼ
ܼா

RE
3en

Del

Ene

Asa

Can

Cel

Che

Del

DO

Gia

                     

= space co
surface 

= j-th outs
=  j-th outs
= j-th cros
=  j-th cros
= j-th insid
=  j-th outs

EFERENCE
ncult. (2010-20

3encult 
Heritage

lphin v5.6.8. (
Simulat
coupled
salt tran
dresden

ergyPlus v7.2.
EnergyP
http://ap
yplus/ 

an, H. (2006). 
and decr
material
615–620

nnon, J. R. (19
equation
Addison
Press. 

llura, M., Giar
(2003). 
transfor
improve
Eighth I
Eindhov

en, Y., Zhou, 
Verifica
calculat
construc
340–348

lcroix, B., Kum
(2012). 
TRNSY
current i
possible
IBPSA-U

OE. (n.d.). ener
EnergyP
http://ap
yplus/w

aconia, C., & O
of ASHR
coefficie
Enginee

                     

oordinate per
[m] 
side response f
side CTF coef
ss response fac
ss CTF coeffic
de response fa
side CTF coef

ES 
014). Retrieve
- Efficient En
e: http://www
2012). Retriev
ion program f

d heat, moistur
nsport: http://w
.de/delphin/in
0. (2012). Ret

Plus Energy S
pps1.eere.ener

Numerical co
rement factors
ls. Building an
0. 
984). The one-
n. Reading, M
n-Wesley/Cam

rrè, L., Lo Bra
Thermal dyna
m coefficients
e the reliability
International I
ven, NL. 
J., & Spitler, J

ation for transi
ion of multila
ctions. Energy
8. 
mmert, M., Da
Conduction tr

YS Multizone B
implementatio

e improvemen
USA. Madison
rgyplus/weath
Plus Energy S
pps1.eere.ener
eatherdata_ab
Orioli, A. (200
RAE conducti
ents of walls. 
ering, 21-47. 

                     

rpendicular to

factor [W/(m2

fficient [W/(m
ctor [W/(m2 K
cient [W/(m2 K
actor [W/(m2 K
fficient [W/(m

ed 2 15, 2013,
nergy for EU C

w.3encult.eu/ 
ved from Delp
for the calcula
re, air, polluta
www.bauklima
ndex.php?aLa=
etrieved from 
Simulation Sof
rgy.gov/buildi

omputation of
s for different
nd Environme

-dimensional 
MA/Cambridge
mbridge Unive

ano, V., & Ori
amic models u
s: an algorithm
y of simulatio
IBPSA Confer

J. D. (2006). 
ient heat cond

ayer building 
y and Building

Daoud, A., & H
ransfer functio
Building mod
on, limitations

nts. SimBuild 2
n, Wisconsin. 
herdata. Retrie
Simulation Sof
rgy.gov/buildi
bout.cfm 
00). On the re
tion transfer fu
Applied Ther

                 

o the wall 

2 K)] 
m2 K)] 
K)] 
K)] 
K)] 

m2 K)] 

, from 
Cultural 

phin - 
ation of 
ant, and 
atik-
=en 

ftware: 
ings/energ

f time lags 
t building 
ent 41, 

heat 
e, UK: 
ersity 

ioli, A. 
using Z-
m to 
ons. 
rence. 

duction 

gs 38, 

Hiller, M. 
ons in 

del: 
s and 
2012 - 

eved from 
ftware: 
ings/energ

eliability 
unction 
rmal 

Proceedings of BS2013: 
13th Conference of International Building Performance Simulation Association, Chambéry, France, August 26-28

- 61 -



 

                                                                                                                                                                                     
 
 
 
 
 

Li, X. Q., Chen, Y., Spitler, J., & Fisher, D. (2009). 
Applicability of calculation methods for 
conduction transfer function of building 
constructions. International Journal of 
Thermal Sciences 48, 1441–1451. 

Mitalas, G., & Arseneault, J. (1972). Fortran IV 
program to calculate z-transfer functions for 
the calculation of transient heat transfer 
through walls and roofs. Ottawa, CA: 
Division of Building Research, National 
Research Council Canada. 

Stephenson, D. G., & Mitalas, G. P. (1967). Room 
thermal response factors. ASHRAE 
Transactions 73(2), III.2.1-III.2.10. 

Stephenson, D., & Mitalas, G. (1971). Calculation of 
heat conduction transfer functions for multi-
layer slabs. ASHRAE Transactions 77(2), 
pp. 117-126. 

Thermal Energy System Specialists (TESS). (n.d.). 
Trnsys. Retrieved from 
http://www.trnsys.com/ 

Underwood, C. P., & Yik, F. W. (2004). Modelling 
methods for energy in buildings. Malden, 
MA: Blackwell Publishing. 

Proceedings of BS2013: 
13th Conference of International Building Performance Simulation Association, Chambéry, France, August 26-28

- 62 -


